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Abstract

Conclusiones and OutlookResults

Introduction and Goal 

Project Management 
efforts and competences

The European XFEL is a 4th generation synchrotron
radiation source, currently under construction in
Hamburg. Based on different Free-Electron Laser and
spontaneous sources and driven by a
superconducting accelerator, it will be able to provide
several user stations with photons simultaneously.
Due to the superconducting technology in the
accelerators modules many components have to
operate at liquid helium temperature.
This poster will concentrate on high frequency ultra
high vacuum feedthrough used for the beam position
monitors of the cryogenic accelerator modules. Main
emphasis will be put on the design of these
feedthroughs, their material composition and the
production process. The capability to be used under
these very special conditions was investigated with
FEM simulations, as well as with a test procedure.
The results of these simulations will be presented; the
tests and their results will be explained in detail.

Test procedures and analysis

Serial production

C

Prototyping

Mechanical design of cryogenic vacuum 
feedthroughs for XFEL button BPM’s

R&D Design properties
In particle accelerators like European XFEL (E-
XFEL) many feedthroughs are used to monitor the 
electromagnetic field to determine and verify the 
actual beam position.  At the European XFEL the 
Beam Position Monitors (BPM’s) operate under two 
different ambient conditions, one under normal room 
temperature and the other one in a cryogenic 
environment, at ~4K.  The cold button BPMs are 
installed close to the superconducting accelerator 
structures. Therefore they have to fulfil strict ultra-high 
vacuum and particle cleanliness requirements.
Many companies offer vacuum feedthroughs. Here the 
focus is on feedthroughs suitable for RF applications. 

The goal is to develop custom designed feedthroughs
with well defined RF properties for accelerator
applications at low temperatures and minimum particle
emission.

Electronic properties:

Impedance: 50 
Highest operating frequency: 2,5 GHz
Bunch Charge: from 0.1 to 1 nC @ 10 Hz
max: 1 nC @ 30 Hz
Spark over voltage: high
Glass to sealing metal: low R 

Button diameter: 10-20 mm
Return loss <- 10 dB

Mechanical properties:
Operating temperature: 4K
Temperature range: 330K – 4K
Vacuum tightness: 1*10 -10  mbar l/s under 4K
Purity: Cleanroom Class 5 and better
All materials: permeability < 1,02, non 

magnetic
UHV sealing: full metal gasket
Servicing: removable no welding
Reliability: very high
Isolation to metal: matched to RF properties 
and joined by welding, vacuum firing or  brazed 
in an vacuum oven under pressure and high 
temperatures

Beam pipe diameter: 78 mm 

The serial production described the steps of final
changes and fabrication.

Steps of mass fabrication 
• Tolerances simulation related to real production

drawings of suppliers

• Last mechanical design changes if necessary

• New call for price to qualified vendor

• Placing serial production

• “Start up” meeting at plant of vendor

• Communication by “jour fix” and milestones
• Quality check of delivery parts like cleanness,

visual inspection, RF and mechanical properties
• Cryogenic test (3 cycles, mass production

procedure)
• Preparation to assembly to BPM bodies
• Finalizing quality documents and procedures
• Last vacuum leak check and mass spectrum

analysis together with quadruple unit

Assembly test of feedthrough to body
with the calculated tightening torque in
order to check one of the critical
tolerances (deepness of the button
into the body)

The prototyping described only the work on the
mechanical par of the feedthrough.

Steps of project evaluation
• Selecting of materials shell, pin, ceramic, conductor
• First 3 D mechanical design
• Hand over for a first RF simulation
• Change of mechanical design based on simulation

results (loop)
• Final design and work on technical drawings
• FEM analysis under cryogenic conditions
• Describe of specification and delivery item
• Start of market analysis and open call for tender
• Selection of vendors and make a quality audit
• Start prototyping with two or three vendors
• Attend the vendors for pre-production
• Quality check of delivery parts like cleanness,

visual inspection, RF and mechanical properties
• Cryogenic test under vacuum in cryostat (10 cycles

warm/cold from 330 K to 4 K)
• Mount to real bodies and tested with beam (scope

or with electronics)
• Analyzing and reporting of results

The diagram and FEM analysis done by Paolo Michelato, INFR

“Stress” areas are the areas filling with brazing additives…

Cryogenic tests cycles
FEM Analysis gasket

FEM cryogenic analysis

Assembly tests

Point 0.375 mm!

Prototypes incl. Leak check

Mass production

The serial production of 320 parts were produced in 14 months. This feedthrough was a 100% costumer
designed product with hand in hand work to commercial feedthrough supplier.

Technical:
• RF simulation showed all of the mechanical properties, assembly tolerances and best material

compositions

• FEM cryogenic simulation showed less material stress between isolator washes, inner pin and shell
material

• A principle mechanical FEM analyze and practical assembly test formed the procedure and tightening
torque for series assembling in classroom ISO class 4

• All parts, prototypes as well, passed the cryogenic test, mechanical check, RF measurements (see picture
above) and leak tests, also the particle check after cleaning

• Particle reduced cleaning of items goes fine

• Good UHV conditions, detected by mass spectrum analyze

• One RF property (S1,1 parameter) was checked by a scope, using a special jig and after the feedthroughs
were paired twice

Organization:

• Realization of this project with project management aspect gives you more reliability to budget, process ,
time schedule, change management and quality controls

• Knowledge of internal/external procurement processes, project management skills and supplier
assessments are advantageous

• Remark: A few parts was shipped back after visual check due to fingerprints, rests of mechanical
fabrications process or not cleaned like required (abrasive material from glass blasting)

• Three parts had a misaligned copper button (failed during brazing)

Measure the S2,1 parameter

A new R&D projects needs a adaptive project
management of required scope volume. In principal
the time for design, prototyping and realization of new
technical equipment for new accelerator technologies
are normally very short.

Steps of project management competences
• Creating a project map with project phases and

milestones

• Write down the “target” properties and distinguish
between “results” and “process” targets

• Create a phase plan with “time” and “effort”

• Create a risk plan and complete it during the
project process also a stakeholder overview

• After “start up” meeting bring the team together and
make the project structure plan (PSP), this will be
the “plan of plans”, detailed in working steps,
process steps, time schedule

• Planning of working resources and coast
estimation

• Descriptions of the scope, technical documents,
procurement papers, claim and change
management and take care on the quality
management

• Mechanical tolerances fulfilled RF simulations results “Knob” material defined
of copper, due to wake loss simulation

• 40 prototypes passed all tests, incl. cryo cycles (titanium and sst flange
material)

• And 320 serial items passed just as well all tests
• FEM analyse and practical tests defined the flange assembly process, forces,

friction and tightening torques to guaranty the 0.1 mm accuracy
• Due to assembling test a very good correlation between FEM analyse and

practical test to squeezed the diamond aluminium gasket to 0.3 mm
• Ti6 Al 4V stud-bolts and sst nuts (A4 8.8) are a suitable combination
• Brazing technology of titanium to Al2O3 provided sufficient stability for cryogenic

applications
• Suitable for application and cleaning in class 5 and 4 cleanrooms
• Good UHV performance
• Non magnetic and robust design with an N-connector for cabling

It took 4 years to develop the cryogenic Feedthroughs for E-XFEL from the idea to the 
last shipment, and the final quality checks. Special attention has to be given to the 
feedthroughs which need to be produced with high precision and high quality in parallel or 
even before the mechanical design and electronic readout concept.

Outlook 
Based on the experience with the feedthrough for the cryogenic environment, a second 
project was started to develop and produce also a custom made feedthrough, especially 
suited to the requirements of linac driven facilities like E-XFEL. These production of 
feedthroughs went to glass to metal sealing technology in microprocessor-controlled 
furnaces. This technology brings more than one advantage, because these glass-
ceramics have a better relative permittivity then oxide-ceramics. They have very low 
porosity, low or negative thermal expansion coefficients, low dielectric loss, high 
mechanical strength, very high thermal-shock resistance and high abrasion resistance to 
chemical substrates. 

Customer designed feedthroughs with very low voltage standing-wave ration losses 
and with special mechanical characteristics are possible.



<<
  /ASCII85EncodePages true
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile ()
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType true
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /ABSALOM
    /AgencyFB-Bold
    /AgencyFB-Reg
    /Algerian
    /ALIBI
    /AllegroBT-Regular
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /AvantGardeITCbyBT-Book
    /AvantGardeITCbyBT-BookOblique
    /AvantGardeITCbyBT-Demi
    /AvantGardeITCbyBT-DemiOblique
    /BankGothicBT-Medium
    /BaskOldFace
    /Batang
    /BATAVIA
    /Bauhaus93
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BenguiatITCbyBT-Bold
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BernhardFashionBT-Regular
    /BernhardModernBT-Bold
    /BernhardModernBT-BoldItalic
    /BlackadderITC-Regular
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /BradleyHandITC
    /BremenBT-Bold
    /BritannicBold
    /Broadway
    /BrushScriptMT
    /Calibri
    /Calibri-Bold
    /Calibri-BoldItalic
    /Calibri-Italic
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /Cambria
    /Cambria-Bold
    /Cambria-BoldItalic
    /Cambria-Italic
    /CambriaMath
    /Candara
    /Candara-Bold
    /Candara-BoldItalic
    /Candara-Italic
    /CASMIRA
    /Castellar
    /Centaur
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /CharlesworthBold
    /Chiller-Regular
    /ColonnaMT
    /ComicSansMS
    /ComicSansMS-Bold
    /Consolas
    /Consolas-Bold
    /Consolas-BoldItalic
    /Consolas-Italic
    /Constantia
    /Constantia-Bold
    /Constantia-BoldItalic
    /Constantia-Italic
    /CooperBlack
    /CopperplateGothic-Bold
    /CopperplateGothicBT-Bold
    /CopperplateGothic-Light
    /Corbel
    /Corbel-Bold
    /Corbel-BoldItalic
    /Corbel-Italic
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /CurlzMT
    /DauphinPlain
    /EdwardianScriptITC
    /ELEGANCE
    /Elephant-Italic
    /Elephant-Regular
    /ELLIS
    /English111VivaceBT-Regular
    /EngraversMT
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /EstrangeloEdessa
    /EXCESS
    /FelixTitlingMT
    /FootlightMTLight
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItalic
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItalic
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItalic
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /FuturaBlackBT-Regular
    /FuturaBT-Bold
    /FuturaBT-BoldItalic
    /FuturaBT-ExtraBlack
    /FuturaBT-Light
    /FuturaBT-LightItalic
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Gautami
    /GENUINE
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Gigi-Regular
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /GloucesterMT-ExtraCondensed
    /GoudyHandtooledBT-Regular
    /GoudyOldStyleBT-Bold
    /GoudyOldStyleBT-BoldItalic
    /GoudyOldStyleBT-Italic
    /GoudyOldStyleBT-Roman
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /HELTERSKELTER
    /HERMAN
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Humanist521BT-Bold
    /Humanist521BT-BoldItalic
    /Humanist521BT-Italic
    /Humanist521BT-Roman
    /Impact
    /ImprintMT-Shadow
    /InformalRoman-Regular
    /ISABELLE
    /JOAN
    /Jokerman-Regular
    /JuiceITC-Regular
    /JUSTICE
    /KabelITCbyBT-Book
    /KabelITCbyBT-Ultra
    /Kartika
    /KristenITC-Regular
    /KunstlerScript
    /Latha
    /LatinWide
    /Lithograph-Bold
    /LithographLight
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Magneto-Bold
    /MaiandraGD-Regular
    /MANDELA
    /Mangal-Regular
    /Mathematica1
    /Mathematica1-Bold
    /Mathematica1Mono
    /Mathematica1Mono-Bold
    /Mathematica2
    /Mathematica2-Bold
    /Mathematica2Mono
    /Mathematica2Mono-Bold
    /Mathematica3
    /Mathematica3-Bold
    /Mathematica3Mono
    /Mathematica3Mono-Bold
    /Mathematica4
    /Mathematica4-Bold
    /Mathematica4Mono
    /Mathematica4Mono-Bold
    /Mathematica5
    /Mathematica5-Bold
    /Mathematica5Mono
    /Mathematica5Mono-Bold
    /Mathematica6
    /Mathematica6Bold
    /Mathematica6Mono
    /Mathematica6MonoBold
    /Mathematica7
    /Mathematica7Bold
    /Mathematica7Mono
    /Mathematica7MonoBold
    /MATTEROFFACT
    /MaturaMTScriptCapitals
    /MICRODOT
    /MicrosoftSansSerif
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MS-Gothic
    /MS-Mincho
    /MSOutlook
    /MS-PGothic
    /MS-PMincho
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /MS-UIGothic
    /MT-Extra
    /MVBoli
    /NATURALBORN
    /NEOLITH
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /OCRAExtended
    /OldEnglishTextMT
    /Onyx
    /OPENCLASSIC
    /OzHandicraftBT-Roman
    /PalaceScriptMT
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Papyrus-Regular
    /Parchment-Regular
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /Playbill
    /PMingLiU
    /PoorRichard-Regular
    /PosterBodoniBT-Roman
    /PRETEXT
    /Pristina-Regular
    /PUPPYLIKE
    /Raavi
    /RADAGUND
    /RageItalic
    /Ravie
    /REALVIRTUE
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /ScriptMTBold
    /SerifaBT-Bold
    /SerifaBT-Italic
    /SerifaBT-Roman
    /SerifaBT-Thin
    /SHELMAN
    /ShowcardGothic-Reg
    /Shruti
    /SimSun
    /SnapITC-Regular
    /SouvenirITCbyBT-DemiItalic
    /SouvenirITCbyBT-Light
    /SouvenirITCbyBT-LightItalic
    /Staccato222BT-Regular
    /Stencil
    /Swiss911BT-ExtraCompressed
    /Sylfaen
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /TempusSansITC
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /TRENDY
    /Tunga-Regular
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-Italic
    /TwCenMT-Regular
    /TypoUprightBT-Regular
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VinerHandITC
    /Vivaldii
    /VladimirScript
    /Vrinda
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /WP-ArabicScriptSihafa
    /WP-ArabicSihafa
    /WP-BoxDrawing
    /WP-CyrillicA
    /WP-CyrillicB
    /WP-GreekCentury
    /WP-GreekCourier
    /WP-GreekHelve
    /WP-HebrewDavid
    /WP-IconicSymbolsA
    /WP-IconicSymbolsB
    /WP-Japanese
    /WP-MathA
    /WP-MathB
    /WP-MathExtendedA
    /WP-MathExtendedB
    /WP-MultinationalAHelve
    /WP-MultinationalARoman
    /WP-MultinationalBCourier
    /WP-MultinationalBHelve
    /WP-MultinationalBRoman
    /WP-MultinationalCourier
    /WP-Phonetic
    /WPTypographicSymbols
    /ZapfElliptical711BT-Bold
    /ZapfElliptical711BT-BoldItalic
    /ZapfElliptical711BT-Italic
    /ZapfElliptical711BT-Roman
    /ZurichBT-RomanExtended
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /CreateJDFFile false
  /SyntheticBoldness 1.000000
  /Description <<
    /ENG ()
    /ENU (Setup for JACoW - paper size, embed all fonts, compression, Acrobat 7 compatibility.)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [595.000 791.000]
>> setpagedevice


